
FOR COATINGS. RESINS AND RELATED MATERIALS 

DATI! 01' ..,_Ill'. 
8/23/79 I (AIIOrov-M b., U.S. De11enment ollabot ·· Euenttatlv Slmllat"lo Form OSHA-201 

Section I I 

Administrltivw snd R1sa1rr:h Center 1100 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018 

I!WI!ACU!NCY TELEPHONE 312-3 91 - 9 0 0 0 

"OOUCTcusa Solvent 

'"'-'DI! NAWI! 

INQRI!DII!NT 

"'-nitro propane>:~ 
_ oluene - Skin 

n-Propanol - Skin 
Cyclohexanone 
Methyl Ethyl,Ketone 

MANUI'ACTUREf!8 COOl IDENTIFICATION 

020-722 
MMS-405 

Section II - HAZARDOUS INGREDIENTS 

PI'RCENT 

25 90 
100 375 

200 500 
...-,.,:::_: :··~- .. :~·•: \-\.-::-.1- !:.': :::;~..-.~'· - 1· .• \L 5 :o 50 200 

'::,;'l& 200 590 

DISCL.OSUf<E IS AUTHCf-\iZC:D. 

li!L 

2. 6 
1.2 
2. 1 
1.1 
1.8 

VAPOR 
PAESSUAI! 

12. 7 
35 
32 
3. 4 
70 

*See attached reference to 2 -nitropropan 
(NiPar S-20) NA =Not Applicable 

Section Ill- PHYSICAL DATA 
ISOILINO RANOE 176 -313°F • 

8.Q.=.J..5 7 ° c. 
VAPOR OI!NSITY . c:x:r HEAVIER. D LIGHTER. THAN AIR 

EVAPORATION RATI! L_j FASTER w SLOWER. THAN ETHER PERCENT~LATILE 
1 BY~LUMI! QQ 

WEIGHT PER 
GALLON 7 • 6 lbs • 

Section IV- FIRE AND EXPLOSION HAZARD DATA 

OOTCATI!OORY Red Label-Flammable Liquid FLASH POINT 22°F. 
OSHA-Flammable - Class lB -6°c. 

eXTtNoutsHINoweoiA Use National Fire Protection Association 
(Carbon dioxide, dry chemical or foam) 

(Closed cup) LI!L See II 

Class B extinguishers 

JUAL,.IA!ANO EXPLOSION HAZARDS Keep COntainerS tightly. ClOsed • ISOlate from heat, 
electrical equipment, sparks and open flame. Closed containers may explode 
when exposed to extreme heat. Do not apply to hot surfaces. 

Sfi'ICIAL ,.,,., JltOHTtNa ,.,.0 cl!ouRn Water spray may be ina f f ec ti ve. Water may be used to coo 1 
closed containers to prevent pressure build-up and possible auto ignition or 
explosion when exposed to extreme heat. If water is used fog nozzles are 

BOE-CS-0227396 


